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57 ABSTRACT

A method of detecting a content desired to be detected
includes receiving electronic data at a first host, determining
a checksum value using the received electronic data, sending
the checksum value to a processing station, the processing
station being a second host that is different from the first host,
and receiving a result from the processing station, the result
indicating whether the electronic data is associated with a
content desired to be detected. A method of detecting a con-
tent desired to be detected includes receiving electronic data
at a receiving station, and determining whether the received
electronic data is associated with a content desired to be
detected, wherein the receiving station does not include con-
tent detection data for identifying the content desired to be
detected.

18 Claims, 4 Drawing Sheets
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REMOTELY PROCESSING DETECTION OF
UNDESIRABLE NETWORK TRAFFIC
CONTENT

RELATED APPLICATION DATA

This application is a Continuation of U.S. application Ser.
No. 11/212,205, filed on Aug. 24, 2005, to which priority is
claimed and which is incorporated herein by reference in its
entirety.

BACKGROUND

1. Field

The field of the application relates to computer network
and computer systems, and more particularly, to systems and
methods for detecting electronic content in a computer net-
work or computer system.

2. Background

The generation and spreading of computer viruses are
major problems in computer systems and computer networks.
A computer virus is a program that is capable of attaching to
other programs or sets of computer instructions, replicating
itself, and/or performing unsolicited or malicious actionson a
computer system. Viruses may be embedded in email attach-
ments, files downloaded from Internet, and macros in MS
Office files. The damage that can be done by a computer virus
may range from mild interference with a program, such as a
display of unsolicited messages or graphics, to complete
destruction of data on a user’s hard drive or server.

To provide protection from viruses, most organizations
have installed virus scanning software on computers in their
network. However, these organizations may still be vulner-
able to a virus attack until every host in their network has
received updated anti-virus software. With new attacks
reported almost weekly, organizations are constantly exposed
to virus attacks, and spend significant resources ensuring that
all hosts are constantly updated with new anti-virus informa-
tion. For example, with existing content detection software, a
user may have to request for a download of a new virus
signature in order to enable the content detection software to
detect new virus that has been created since the last update. If
a user delays in downloading the new virus signature, the
content detection software would be unable to detect the new
virus. Also, with existing content detection systems, new
virus signatures are generally not made available shortly after
they are discovered. As such, a computer may be subjected to
attack by the new virus until the new virus signature is avail-
able and is downloaded by a user.

Besides virus attacks, many organizations also face the
challenge of dealing with inappropriate content, such as email
spam, misuse of networks in the form of browsing or down-
loading inappropriate content, and use of the network for
non-productive tasks. Many organizations are struggling to
control access to appropriate content without unduly restrict-
ing access to legitimate material and services. Currently, the
most popular solution for blocking unwanted web activity is
to block access to alist of banned or blacklisted web sites and
pages based on their URLs. However, as with virus scanning,
the list of blocked URL requires constant updating. If a user
delays in downloading the list of URL, or if the list of URL is
not made available soon enough, the content detection soft-
ware would be unable to detect undesirable content, such as
web pages.

Many email spam elimination systems also use blacklists
(spammer lists) to eliminate unwanted email messages. These
systems match incoming email messages against a list of mail
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servers that have been pre-identified to be spam hosts, and
prevent user access of messages from these servers. However,
as with virus scanning, the spammer list also requires con-
stant updating. If a user delays in downloading the spammer
list, or if the spammer list is not made available soon enough,
the content detection software would be unable to detect
undesirable content.

Another problem with existing content detection software
is that the downloading procedure that is required to update
virus signatures, blocked URL list, and spammer list, may
take a long time, and may consume a significant amount of
resources at the local computer in which the content detection
software is installed. Also, detecting undesirable content by
using the local computer to process the downloaded detection
information (e.g., virus signatures, blocked URLs, spammer
identifications) may use up a significant amount of resources
at the local computer, thereby degrading the performance of
the local computer. For example, while the local computer is
performing a process to detect a virus, a user of the local
computer may experience a decrease in processing speed of
the local computer when using the local computer to perform
another task, such as, word processing, computer-aided draw-
ing, or web surfing.

Accordingly, improved systems and methods for detecting
content of computer and network traffic would be useful.

SUMMARY

In accordance with some embodiments, a method of
detecting a content desired to be detected includes receiving
electronic data at a first host, determining a checksum value
using the received electronic data, sending the checksum
value to a processing station, the processing station being a
second host that is different from the first host, and receiving
a result from the processing station, the result indicating
whether the electronic data is associated with a content
desired to be detected.

In accordance with other embodiments, a computer-pro-
gram product having a medium, the medium having a set of
instructions readable by a processor, wherein an execution of
the instructions by the processor causes a process to be per-
formed, the process includes receiving network traffic data at
a first host, determining a checksum value using the received
network traffic data, sending the checksum value to a process-
ing station, the processing station being a second host that is
different from the first host, and receiving a result from the
processing station, the result indicating whether the elec-
tronic data is associated with a content desired to be detected.

In accordance with other embodiments, a system for
detecting a content desired to be detected includes a processor
configured for receiving network traffic data, and determining
a checksum value using the received network traffic data, the
processor being associated with a first host, and a data trans-
mitting and receiving device for sending the checksum value
to a processing station, and receiving a result from the pro-
cessing station, the result indicating whether the electronic
data is associated with a content desired to be detected,
wherein the processing station is a second host that is differ-
ent from the first host.

In accordance with other embodiments, a method of detect-
ing a content desired to be detected includes receiving elec-
tronic data at a receiving station, and determining whether the
received electronic data is associated with a content desired to
be detected, wherein the receiving station does not include
content detection data for identifying the content desired to be
detected.
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In accordance with other embodiments, a computer-pro-
gram product having a medium, the medium having a set of
instructions readable by a processor, wherein an execution of
the instructions by the processor causes a process to be per-
formed, the process includes receiving electronic data at a
receiving station, and determining whether the received elec-
tronic data is associated with a content desired to be detected,
wherein the receiving station does not include content detec-
tion data for identifying the content desired to be detected.

In accordance with other embodiments, a system for
detecting a content desired to be detected includes a receiving
station for receiving network traffic data, and a data transmit-
ting and receiving device for receiving a result indicating
whether the received electronic data is associated with a con-
tent desired to be detected, wherein the receiving station does
not include content detection data for identifying the content
desired to be detected.

In accordance with other embodiments, a method of detect-
ing a content desired to be detected includes receiving a
checksum value at a first host, comparing the checksum value
with a reference checksum value, determining a result indi-
cating whether the electronic data is associated with a content
desired to be detected based on the comparing, and sending
the result to a receiving station, the receiving station being a
second host that is different from the first host.

In accordance with other embodiments, a computer-pro-
gram product having a medium, the medium having a set of
instructions readable by a processor, wherein an execution of
the instructions by the processor causes a process to be per-
formed, the process includes receiving a checksum value at a
first host, comparing the checksum value with a reference
checksum value, determining a result indicating whether the
electronic data is associated with a content desired to be
detected based on the comparing, and sending the result to a
receiving station, the receiving station being a second host
that is different from the first host.

In accordance with other embodiments, a system for
detecting a content desired to be detected includes a process-
ing station having a data transmitting and receiving device for
receiving a checksum value, the checksum value generated
using network traffic data, wherein the processing station is
configured to compare the checksum value with a reference
checksum value, and determine a result indicating whether
the electronic data is associated with a content desired to be
detected based on the comparing, and the processing station is
further configured to cause the data transmitting and receiv-
ing device to send the result to a receiving station, wherein the
processing station and the receiving station are different
hosts.

Other aspects and features of the embodiments will be
evident from reading the following description of the embodi-
ments.

BRIEF DESCRIPTION OF THE DRAWINGS

The drawings illustrate the design and utility of embodi-
ments of the application, in which similar elements are
referred to by common reference numerals. In order to better
appreciate how advantages and objects of various embodi-
ments are obtained, a more particular description of the
embodiments are illustrated in the accompanying drawings.
Understanding that these drawings depict only typical
embodiments of the application and are not therefore to be
considered limiting its scope, the embodiments will be
described and explained with additional specificity and detail
through the use of the accompanying drawings.
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FIG. 1 illustrates a block diagram of a content detection
system having a receiving station and a processing station in
accordance with some embodiments;

FIG. 2 illustrates a method performed by the receiving
station of FIG. 1 in accordance with some embodiments;

FIG. 3 illustrates a method performed by the processing
station of FIG. 1 in accordance with some embodiments; and

FIG. 4 illustrates a diagram of a computer hardware system
that can be used to perform various functions described herein
in accordance with some embodiments.

DETAILED DESCRIPTION

Various embodiments are described hereinafter with refer-
ence to the figures. It should be noted that the figures are not
drawn to scale and that elements of similar structures or
functions are represented by like reference numerals through-
out the figures. It should also be noted that the figures are only
intended to facilitate the description of specific embodiments.
They are not intended as an exhaustive description of the
invention or as a limitation on the scope of the invention. In
addition, an illustrated embodiment may not show all aspects
or advantages. An aspect or an advantage described in con-
junction with a particular embodiment is not necessarily lim-
ited to that embodiment and can be practiced in any other
embodiments, even if not so illustrated or described.

FIG. 1 illustrates a block diagram of a content detection
system 100 in accordance with some embodiments. The con-
tent detection system 100 includes a receiving station 102 for
receiving electronic data, and a processing station 104 for
determining a result indicating whether the electronic data is
associated with a content desired to be detected. As used in
this specification, the term “receiving station” refers to a
device/program that can receive electronic data. For example,
the receiving station 102 can be a computer, a server, a mod-
ule, a firewall, a computer program, or any one of a variety of
devices that can receive and transmit information (e.g., a
handheld device). Also, as used in this specification, the term
“electronic data” or “electronic content” refers to data that
can be transmitted between two computers, between a com-
puter and a device (e.g., a diskette), or between two devices
(e.g., firewalls). As shown in the figure, the processing station
104 is communicatively connected to the receiving station
102 through the internet, e.g., via a LAN line or a wireless
device. The processing station 104 and the receiving station
102 are separate hosts in a TCP/IP network, with their unique
IP addresses, respectively.

In the illustrated embodiments, the content detection sys-
tem 100 also includes a plurality of user stations 110 con-
nected to the receiving station 102. In such cases, the receiv-
ing station 102 is responsible for receiving electronic data and
passing the electronic data to one of the user stations 110 to
which the electronic data is intended. In other embodiments,
the content detection system 100 does not include the user
stations 110. In such cases, the receiving station 102 functions
as a user station.

In the illustrated embodiments, the content detection sys-
tem 100 further includes a plurality of update stations 108 for
supplying the processing station 104 information regarding
content that is, or may be, desired to be detected. The update
stations 108 may be communicatively connected to the pro-
cessing station 104 locally (e.g., via a cable line) and/or
through the internet (e.g., via a LAN line). In other embodi-
ments, the content detection system 100 can include more
than one processing station 104, each of which is configured
to serve certain receiving stations 102 in different geographi-
cal areas. In such cases, each update station 108 can be
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assigned to update one or more processing station 104 with
information regarding content that is desired to be detected.
In other embodiments, the content detection system 100 does
not include the update stations 108. In such cases, the pro-
cessing station 104 also functions as the update station.

In the illustrated embodiments, the processing station 104
is a computer. Alternatively, processing station 104 can be a
server, a module, a device, or any one of a variety of devices
that can receive and transmit information, such as a handheld
device. In some embodiments, at least a portion of the pro-
cessing station 104 can be implemented using hardware. For
example, in some embodiments, the processing station 104
includes an application-specific integrated circuit (ASIC),
such as a semi-custom ASIC processor or a programmable
ASIC processor. In other embodiments, the processing sta-
tion 104 can be any of a variety of circuits or devices capable
of performing the functions described herein. For example, in
alternative embodiments, the processing station 104 can
include a general purpose processor, such as a Pentium pro-
cessor. In other embodiments, the processing station 104 can
be implemented using software that is loaded onto a com-
puter, a server, or other types of memory, such as a disk or a
CD-ROM. In further embodiments, the processing station
104 can be implemented as web applications. In still further
embodiments, the processing station 104 can be implemented
using a combination of software and hardware. In other
embodiments, the processing station 104 can be a component
of'a gateway (e.g., a firewall), or a separate component that is
coupled to a gateway. In other embodiments, the processing
station 104 can be a gateway product by itself.

In the illustrated embodiments, the processing station 104
is configured (e.g., designed and/or programmed) to deter-
mine whether electronic data received at the receiving station
102 is associated with a content desired to be detected, based
on content detection data (e.g., a virus signature, a spammer
identification, a URL, or a spy-ware program identification)
that it receives. In some embodiments, the content detection
data is transmitted from one of the update stations 108 in
response to the processing station 104’s request to download
such content detection data. For example, the processing sta-
tion 104 can be configured to periodically download updated
content detection data from one or more of the update stations
108 (as in a “PULL” technology). In other embodiments, the
update station(s) 108 is configured to transmit content detec-
tion data to the processing station 104 not in response to a
request from the processing station 104 (as in a “PUSH”
technology). In further embodiments, the content detection
data can be input into processing station 104 by a user of the
processing station 104. In some embodiments, the processing
station 104 also receives subscriber data, such as a user iden-
tification of a receiving station 102, level of protection desired
by the user of the receiving station 102, from the receiving
station 102 or from the update station(s) 108.

In some embodiments, if the system 100 includes a plural-
ity of processing stations 104, the processing stations 104 are
configured to coordinate among themselves to ensure that all
processing stations 104 are provided with the content detec-
tion data. For example, two processing stations 104 can be
configured to communicate with each other for various pur-
poses, such as, to check a load demand on one of the process-
ing stations 104, to check a capacity of one of the processing
stations 104, to check an availability of one of the processing
stations 104, and/or to verify that one of the processing sta-
tions 104 has received content detection data. In some
embodiments, based on the load demand and/or the capacities
on the processing stations 104, the processing stations 104
share the load among themselves (e.g., by dividing the load in
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equal parts, or by distributing the load based on respective
ratios of the demand and/or capacities on the processing
stations 104) to respond to queries from different receiving
stations 102. In some embodiments, one or more processing
station(s) 104 can be configured to serve as backup for
another processing station 104.

The update station 108 is configured to provide content
detection data to the processing station 104. For example, a
user of the update station 108 may input the content detection
data into the update station 108, and sends the content detec-
tion data to the processing station 104 from the update station
108. In other embodiments, the update station 108 may down-
load the content detection data from another update station
108 periodically (as in a “PULL” technology). In further
embodiments, the update station 108 may receive the content
detection data from another update station 108 without
requesting such content detection data (as in a “PUSH” tech-
nology). In some embodiments, each of the update stations
108 is located at a geographical location that is different from
others. For example, an update station 108 may be located at
a different building, a different street, a different city, or a
different country, from another update station 108. In the
illustrated embodiments, each update station 108 is a com-
puter, but alternatively, can be a server, a module, a device, a
computer program, and the like, e.g., any one of a variety of
devices that can receive and transmit information. Although
five update stations 108 are shown, in other embodiments,
content detection system 100 can include more or less than
five update stations 108. In some embodiments, the update
station(s) 108 also receives subscriber data, such as a user
identification of a receiving station 102, level of protection
desired by the user of the receiving station 102, and forward
the subscriber data to the processing station 104 for process-
ing. In other embodiments, the processing station 104 and the
update station 108 are combined and implemented as a single
unit (e.g., processor).

Having described the components of the content detection
system 100, a method 200 of using the content detection
system 100 to detect a content desired to be detected in
accordance with some embodiments will now be described
with reference to FIG. 2. First, the receiving station 102
receives electronic data (step 202). By means of non-limiting
examples, such electronic data can be that associated with a
web page, an email, an email attachment, a word file, a pro-
gram, or any file that may contain content desired to be
detected (e.g., a virus, a spam, a worm, a spy-ware, or any of
other undesirable content). The receiving station 102 can
receive the electronic data from any of a variety of sources.
For example, the receiving station 102 can receive the elec-
tronic data from the sender 106 who sends the electronic data
to the receiving station 102 through the internet. Alterna-
tively, the receiving station 102 can receive electronic data by
a person, who inputs the electronic data into the receiving
station 102, e.g., by loading the electronic data into the receiv-
ing station 102 using a disk, a CD ROM, a memory, and the
like.

After the receiving station 102 received the electronic con-
tent, the receiving station 102 then calculates a checksum
value using the received electronic data (step 204). By means
of non-limiting examples, the receiving station 102 can be
configured to calculate a checksum value for the received data
using cyclic redundancy check 32 (CRC32), secure hash
algorithm 1 (SHA1), Message-Digest algorithm 5 (MDS5), or
any of other techniques known in the art. Techniques for
calculating checksum values are well known in the art, and
therefore, will not be described in further details.
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Next, the receiving station 102 sends the checksum value to
the processing station 104 through the internet (e.g., through
TCP/IP network) (step 206).

The processing station 104 receives the checksum value,
and processes the checksum value to determine whether the
electronic data received by the receiving station 102 is asso-
ciated with content desired to be detected. For example, the
processing station 104 may determine, based on its process-
ing of the checksum value, that the electronic data received by
the receiving station 102 is not associated with a content
desired to be detected. In such cases, the processing station
104 then generates a result indicating that the electronic data
is not associated with content desired to be detected, and
transmits such result to the receiving station 102. Alterna-
tively, the processing station 104 may determine, based on its
processing of the checksum value, that the electronic data
received by the receiving station 102 is associated with a
content desired to be detected. For example, the processing
station 104 may determine that the received electronic data by
the receiving station 102 is a spy-ware program, or a part of a
spy-ware program. In such cases, the processing station 104
then generates a result indicating that the electronic data is
associated with content desired to be detected, and transmits
such result to the receiving station 102. Embodiments of
methods performed by the processing station 104 will be
described in detail below.

The receiving station 102 next receives a result from the
processing station 104 (step 208). In the illustrated embodi-
ments, the result indicates whether the electronic data is asso-
ciated with a content desired to be detected. In such cases, the
receiving station 102 may perform one or more of a variety of
actions based on such result it receives from the processing
station 104. In some embodiments, if the result from the
processing station 104 indicates that the received electronic
datais notassociated with content desired to be detected (e.g.,
the result indicating that the received electronic data is asso-
ciated with a spy-ware), the receiving station 102 may reject
the electronic data, may prevent the electronic data from
being sent downstream, or may send a warning message
downstream (e.g., to the station 110 to which the electronic
data is intended to be transmitted—if the station 110 is avail-
able).

In some embodiments, the processing station 104 deter-
mines whether the checksum value it receives from the
receiving station 102 matches with a reference checksum
value. In such cases, the processing station 104 sends a result
to the receiving station 102, informing the receiving station
102 whether a match for the checksum value has been found
(which, in turn, indicates whether the received electronic data
received by the receiving station 102 is associated with con-
tent desired to be detected). The receiving station 102 then
determines whether the electronic data it received is associ-
ated with content desired to be detected based on the result.
For example, if no match is found by the processing station
104, the receiving station 102 may determine that the elec-
tronic data is not associated with a content desired to be
detected. In such cases, the receiving station 102 may accept
the electronic data or pass it downstream to the station 110 (if
one is available). Alternatively, if a result from the processing
station 104 indicates that a match is found, the receiving
station 102 may determine that the electronic data it received
is associated with a content desired to be detected. In such
cases, the receiving station 102 may reject the electronic data,
may prevent the electronic data from being sent downstream,
or may send a warning message downstream (e.g., to the
station 110 to which the electronic data is intended to be
transmitted—if the station 110 is available).
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In the illustrated embodiments, the receiving station 102 is
configured to calculate checksum values for certain pre-
scribed quantities of electronic data it receives, and transmits
such checksum values to the processing station 104. For
example, in some embodiments, the receiving station 102 can
be configured to calculate a checksum value for every 10 kilo
bytes of electronic data it receives. In such cases, the receiv-
ing station 102 will calculate a first checksum value CS1 for
the first 10 kilo bytes of electronic data it receives (in step
204), and will send such checksum value CS1 to the process-
ing station 104 (in step 206). The first 10 kilobytes may be a
part of a program, for example. The processing station 104
may found a reference checksum value (an example of con-
tent detection data) that matches the checksum value CS1. If
this is the case, the receiving station 102 then receives a result
from the processing station 104 indicating that the received
electronic data is associated with content desired to be
detected. Alternatively, the processing station 104 may not
find a reference checksum value that matches the checksum
value CS1. In such cases, the processing station 104 then
sends a result to the receiving station 102 indicating that no
match is found. The receiving station 102 next calculates a
second checksum value CS2 using the first 20 kilo bytes of
electronic data it receives (in step 204), and sends the second
checksum value CS2 to the processing station 104. The pro-
cessing station 104 then determines whether the second
checksum value CS2 matches with a reference checksum
value. The above process continues until the receiving station
102 receives no more electronic data (e.g., reaches an end of
a transmission session), until the received electronic data
reaches a prescribed quantity (e.g., 500 kilobytes), or until the
processing station 104 determines that there is a match
between the checksum value and a reference checksum value.

In some embodiments, after the processing station 104
finds a first match between a checksum value and a reference
checksum value, the receiving station 102 continues to gen-
erate additional checksum value(s) (step 204) and send addi-
tional checksum value(s) to the processing station 104 (step
206). Such is performed until the processing station 104 finds
a second match between another checksum value and another
reference checksum value. Such technique may be desirable
in cases which require two checksum values to uniquely
identify content desired to be detected.

FIG. 3 illustrates a method 300 of detecting content desired
to be detected, which is performed by the processing station
104 of FIG. 1 in accordance with some embodiments. First,
the processing station 104 receives information regarding
electronic data received by the receiving station 102 (step
302). In particular, step 302 is performed in response to step
206 performed by the receiving station 102. In the illustrated
embodiments, the information regarding electronic data is a
checksum value that is calculated by the receiving station
102, as discussed previously. In other embodiments, the infor-
mation can be other data, such as a header, a packet length,
protocol information, port number, protocol commands, or
any information that can assist the processing station 104 in
identifying content desired to be detected. In some embodi-
ments, the processing station 104 services a plurality of
receiving station 102, and maintains a list of all receiving
stations 102 that it services. In such cases, when a query is
received from the receiving station 102, the processing station
104 also determines whether the receiving station 102 is a
legitimate subscriber by checking its identity against a list of
subscribers.

Next, the processing station 104 processes the information
it receives from the receiving station 102 (step 304). In the
illustrated embodiments, the processing station 104 com-
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pares a checksum value it receives from the receiving station
102 against a list of reference checksum value(s) to determine
if a match can be found. Each of the reference checksum
value(s) represents a signature of a program desired to be
detected, such as a spy-ware. In other embodiments, each
reference checksum value can represent a worm, a virus, a
malicious program, a malicious exploit attack, a known email
fraud, or malicious website. In some embodiments, the ref-
erence checksum value(s) can be inputted into the processing
station 104 by a person, such as an administrator. In other
embodiments, the reference checksum value(s) can be trans-
mitted from one or more update stations 108 to the processing
station 104.

Next, the processing station 104 sends a result to the pro-
cessing station 102 based on the step 304 (step 306). The
receiving station 102 receives the result from the processing
station 104 in step 208 of method 200. In some embodiments,
if the checksum value matches a reference checksum value,
the processing station 104 then sends a result to the receiving
station 102 indicating that the electronic data is associated
with content desired to be detected (such as a virus, a worm,
a spy-ware, etc.). In some cases, the processing station 104 or
the receiving station 102 may also tear down a network con-
nection to prevent a malicious network attack or a dangerous
network transmission. On the other hand, if the checksum
value does not match any of the reference checksum value(s),
the processing station 104 then sends a result to the receiving
station 102 indicating that the electronic data is not associated
with content desired to be detected.

In some embodiments, after the processing station 104
determines a first match between a checksum value and a
reference checksum value, it continues to receive additional
checksum value(s) from the receiving station 102 (step 302).
Such is performed until the processing station 104 finds a
second match between another checksum value and another
reference checksum value. Such technique may be desirable
in cases which require two checksum values to uniquely
identify content desired to be detected, as discussed previ-
ously.

As illustrated in the above embodiments, by storing the
content detection data (e.g., reference checksum value(s)) at
the processing station 104, and using the processing station
104 to analyze information regarding electronic data received
by the receiving station, the receiving station 102 can deter-
mine whether received electronic data is associated with con-
tent desired to be detected without maintaining content detec-
tion data. As a result, more memory, storage, and/or
processing time can be preserved for allowing the receiving
station 102 to perform other tasks. The content detection
system 100 is also advantageous because the receiving station
102 is not required to periodically download content detec-
tion data, which can consume much time, and may interrupt
the operation of the receiving station 102. Also, with the
content detection system 100, the responsibility to keep up
with the latest security update (e.g., content detection data) is
shifted from users of the receiving station 102 (or stations
110) to the processing station 104 and/or the update station(s)
108. In addition, unlike typical update method, which
requires the receiving station 102 to regularly “poll” an
update station to check if there is a new update, in the “PUSH”
technique embodiments, the latest security update data (con-
tent detection data) are made available to the processing sta-
tion 104 within minutes (or even seconds) after they are
identified. This allows the processing station 104 to be
updated in substantially real time, and is advantageous
because some content detection data such as virus definitions
are very time-sensitive, and should be made available to the
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receiving station 102 as soon as the content detection data are
available. This method also has the advantage of faster
response time during an outbreak and less resource consump-
tion on the receiving station 102.

In the above embodiments, the receiving station 102 has
been described with reference to generating a checksum
value, and the processing station 104 has been described with
reference to generating a result based on a matching between
a checksum value and a reference checksum value. In other
embodiments, the processing station 104 can utilize any of
other types of information in its processing. For example, in
other embodiments, the content detection data used by the
processing station 104 is a virus signature, in which case, the
processing station 104 utilizes the virus signature to generate
a result indicating whether the electronic data received by the
receiving station 102 is associated with a virus desired to be
detected. In other embodiments, the content detection data
used by the processing station 104 is a spammer identifica-
tion, in which case, the processing station 104 utilizes the
spammer identification to generate a result indicating
whether the electronic data received by the receiving station
102 is associated with a spam desired to be detected.

Computer Architecture

As described previously, any of the receiving station 102,
the processing station 104, and the update station 108, can be
implemented using a computer. For example, one or more
instructions can be imported into a computer to enable the
computer to perform any of the functions described herein.

FIG. 4 is ablock diagram that illustrates an embodiment of
a computer system 400 upon which embodiments of the
receiving station 102, the processing station 104, or the
update station 108 may be implemented. Computer system
400 includes a bus 402 or other communication mechanism
for communicating information, and a processor 404 coupled
with bus 402 for processing information. Computer system
400 also includes a main memory 406, such as a random
access memory (RAM) or other dynamic storage device,
coupled to bus 402 for storing information and instructions to
be executed by processor 404. Main memory 406 also may be
used for storing temporary variables or other intermediate
information during execution of instructions to be executed
by processor 404. Computer system 400 may further include
a read only memory (ROM) 408 or other static storage
device(s) coupled to bus 402 for storing static information
and instructions for processor 404. A data storage device 410,
such as a magnetic disk or optical disk, is provided and
coupled to bus 402 for storing information and instructions.

Computer system 400 may be coupled via bus 402 to a
display 412, such as a cathode ray tube (CRT), for displaying
information to a user. An input device 414, including alpha-
numeric and other keys, is coupled to bus 402 for communi-
cating information and command selections to processor 404.
Another type of user input device is cursor control 416, such
as a mouse, a trackball, cursor direction keys, or the like, for
communicating direction information and command selec-
tions to processor 404 and for controlling cursor movement
ondisplay 412. This input device typically has two degrees of
freedom in two axes, a first axis (e.g., X) and a second axis
(e.g., y), that allows the device to specify positions in a plane.

Embodiments described herein are related to the use of
computer system 400 for transmitting, receiving, and/or pro-
cessing electronic data. According to some embodiments,
such use may be provided by computer system 400 in
response to processor 404 executing one or more sequences
of one or more instructions contained in the main memory
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406. Such instructions may be read into main memory 406
from another computer-readable medium, such as storage
device 410. Execution of the sequences of instructions con-
tained in main memory 406 causes processor 404 to perform
the process steps described herein. One or more processors in
a multi-processing arrangement may also be employed to
execute the sequences of instructions contained in main
memory 406. In alternative embodiments, hard-wired cir-
cuitry may be used in place of or in combination with soft-
ware instructions to implement various operations/functions
described herein. Thus, embodiments are not limited to any
specific combination of hardware circuitry and software.

The term “computer-readable medium” as used herein
refers to any medium that participates in providing instruc-
tions to processor 404 for execution. Such a medium may take
many forms, including but not limited to, non-volatile media,
volatile media, and transmission media. Non-volatile media
includes, for example, optical or magnetic disks, such as
storage device 410. Volatile media includes dynamic
memory, such as main memory 406. Transmission media
includes coaxial cables, copper wire and fiber optics, includ-
ing the wires that comprise bus 402. Transmission media can
also take the form of acoustic or light waves, such as those
generated during radio wave and infrared data communica-
tions.

Common forms of computer-readable media include, for
example, a floppy disk, a flexible disk, hard disk, magnetic
tape, or any other magnetic medium, a CD-ROM, any other
optical medium, punch cards, paper tape, any other physical
medium with patterns of holes, a RAM, a PROM, and
EPROM, a FLASH-EPROM, any other memory chip or car-
tridge, a carrier wave as described hereinafter, or any other
medium from which a computer can read.

Various forms of computer-readable media may be
involved in carrying one or more sequences of one or more
instructions to processor 404 for execution. For example, the
instructions may initially be carried on a magnetic disk of a
remote computer. The remote computer can load the instruc-
tions into its dynamic memory and send the instructions over
a telephone line using a modem. A modem local to computer
system 400 can receive the data on the telephone line and use
an infrared transmitter to convert the data to an infrared sig-
nal. An infrared detector coupled to bus 402 can receive the
data carried in the infrared signal and place the data on bus
402. Bus 402 carries the data to main memory 406, from
which processor 404 retrieves and executes the instructions.
The instructions received by main memory 406 may option-
ally be stored on storage device 410 either before or after
execution by processor 404.

Computer system 400 also includes a communication
interface 418 coupled to bus 402. Communication interface
418 provides a two-way data communication coupling to a
network link 420 that is connected to a local network 422. For
example, communication interface 418 may be an integrated
services digital network (ISDN) card or a modem to provide
a data communication connection to a corresponding type of
telephone line. As another example, communication interface
418 may be a local area network (LAN) card to provide a data
communication connection to a compatible LAN. Wireless
links may also be implemented. In any such implementation,
communication interface 418 sends and receives electrical,
electromagnetic or optical signals that carry data streams
representing various types of information.

Network link 420 typically provides data communication
through one or more networks to other devices. For example,
network link 420 may provide a connection through local
network 422 to a host computer 424. Network link 420 may
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also transmits data between an equipment 426 and commu-
nication interface 418. The data streams transported over the
network link 420 can comprise electrical, electromagnetic or
optical signals. The signals through the various networks and
the signals on network link 420 and through communication
interface 418, which carry data to and from computer system
400, are exemplary forms of carrier waves transporting the
information. Computer system 400 can send messages and
receive data, including program code, through the
network(s), network link 420, and communication interface
418. Although one network link 420 is shown, in alternative
embodiments, communication interface 418 can provide cou-
pling to a plurality of network links, each of which connected
to one or more local networks. In some embodiments, com-
puter system 400 may receive data from one network, and
transmit the data to another network. Computer system 400
may process and/or modify the data before transmitting it to
another network.

Although particular embodiments have been shown and
described, it will be understood that it is not intended to limit
the present inventions to the embodiments, and it will be
obvious to those skilled in the art that various changes and
modifications may be made without departing from the spirit
and scope of the present inventions. The specification and
drawings are, accordingly, to be regarded in an illustrative
rather than restrictive sense. The present inventions are
intended to cover alternatives, modifications, and equiva-
lents, which may be included within the spirit and scope of the
present inventions as defined by the claims.

What is claimed is:
1. A computer-implemented method at a first host of a data
network for remotely processing security checks against a
data transfer at a second host, the method comprising:
receiving, by a network interface device of the first host
coupled to the data network, electronic data intended for
a user device;

calculating a checksum value, through execution of
instructions on a processor of the first host, based upon
and at the time of receipt of each incremental portion of
electronic data received by the first host based on the
received and all previously received incremental por-
tions of the electronic data;

sending, from the first host via the network interface

coupled to the network, each checksum value to asecond
host, as each checksum is calculated, to the second host
that stores a plurality of signatures and processes each
checksum value against the plurality of signatures in
determining whether electronic data is associated with
content desired to be detected;

receiving, by the network interface device of the first host

via the network, a result from the second host with
regard to each checksum value sent thereto, each respec-
tive result indicating the determination of whether the
electronic data is associated with content desired to be
detected; and

rejecting electronic data determined to be associated with

content desired to be detected from being sent to the user
device.

2. The method of claim 1, wherein the user device is a
handheld device.

3. The method of claim 1, wherein the electronic data is
received in response to a request generated on the user device.

4. The method of claim 1, wherein the first and the second
hosts have different respective IP addresses.

5. The method of claim 1, wherein the first host is a network
infrastructure device.
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6. The method of claim 5, wherein the network infrastruc-
ture device is a firewall device.

7. The method of claim 1, wherein the result indicates that
the electronic data is associated with the content desired to be
detected when the checksum value matches a reference
checksum value.

8. A non-transitory device-readable medium storing
instructions that, when executed by a processor, perform a
method at a first host of a data network for remotely process-
ing security checks against a data transfer at a second host, the
method comprising:

receiving, by a network interface device of the first host

coupled to the data network;

calculating a checksum value, through execution of

instructions on the at least one processor of the first host,
at the time of receipt of each incremental portion of
electronic data received by the first host based on the
received and all previously received incremental por-
tions of the electronic data;

sending, from the first host via the network interface

coupled to the network, each checksum value to asecond
host as each checksum is calculated, to the second host
that stores a plurality of signatures and processes each
checksum value against the plurality of signatures in
determining whether electronic data is associated with
content desired to be detected;

receiving, by the network interface device of the first host

via the network, a result from the second host with
regard to each checksum value sent thereto, each respec-
tive result indicating the determination of whether the
electronic data is associated with content desired to be
detected; and

rejecting electronic data determined to be associated with

content desired to be detected from being sent to the user
device.

9. The non-transitory device-readable medium of claim 8,
wherein the user device is a handheld device.

10. The non-transitory device-readable medium of claim 8,
wherein the electronic data is received in response to a request
generated on the user device.

11. The non-transitory device-readable medium of claim 8,
wherein the first and the second hosts have different respec-
tive IP addresses.
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12. The non-transitory device-readable medium of claim 8,
wherein the first host is a network infrastructure device.

13. The non-transitory device-readable medium of claim
12, wherein the network infrastructure device is a firewall
device.

14. The non-transitory device-readable medium of claim 8,
wherein the result indicates that the electronic data is associ-
ated with the content desired to be detected when the check-
sum value matches a reference checksum value.

15. A device comprising:

at least one processor;

at least one memory device, storing:

a first module to receive, by at least one network inter-
face device of a first host coupled to the data network,
electronic data intended for a user device;

a second module to calculate a checksum value at the
time of receipt of each incremental portion of the
electronic data intended for the user device and based
on the received and all previously received incremen-
tal portions of the electronic data;

a third module to send, via the at least one network
interface device, each checksum value to a second
host as each checksum is calculated, to the second
host that stores a plurality of signatures and processes
each checksum value against the plurality of signa-
tures in determining whether electronic data is asso-
ciated with content desired to be detected;

a fourth module to receive, by the at least one network
interface device, a result from the second host with
regard to each checksum value sent thereto, each
respective result indicating the determination of
whether the electronic data is associated with content
desired to be detected; and

a fifth module to reject electronic data determined to be
associated with content desired to be detected from
being sent to the user device.

16. The device of claim 14, wherein the device is a hand-
held user device.

17. The device of claim 14, wherein the device is a network
infrastructure device.

18. The device of claim 15, wherein the network infrastruc-
ture device is a firewall device.
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